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PRESSURE VESSEL DATA SHEET | Data Sheet No.: DS-CLO3A-C-300-V3173
Specification No.: 085354-3010-PV-10 Requisition No.: 508298-000-45-MR-5120-0001
DESIGN DATA PAINTING & INSULATION
Service GTG Glyee) Aerial Cooler Expansion Vessel E 18 Prep Per Spec 085354-3010.1C-50 Table 3,System Al
Operating Temparature 57.0 °C Pressure Atmospheric  kPag | Inlernal Surface Preparalion N/A
Design Temp. Min.: 450 °C Max: 98B0 w Structural Surface Preparation NIA
Design Pressure @ Minimum Temperature: . 1oy kPag | Vassel External Prime Per Spec 085354-3010-PC-50 Table 3,System Al
@ Maximum Temperalure: 100/KY kPag | Vessellnlernal Prime NiA iy
Sour Servke No Lelhal Service No Stnictural Prime L -
MNew Vessal MAWP Limited by Fi tmgg, @ i7182 kPag | Vessel External Finish Per Spec (35354-3010-PC-50 Table 3,System Al
Corrosion Allowance - Shell / Heads - ke ! 1.6 mm | Vesselintamal Finish L N/A
Wall Thickness - Shell / Heads 1o / 8.5 (mh) mm | Structural Flaish NIA
Jolnt Efficlency - Shefl/ Heads 0.85 /0N 1 0.85 External Insulation - Shel NA
Ragistration Alberta Dasign Code ASME Sec YHI D1 Exiernal insulation - Heads N/A
Code Stemp _ Yes,UStamp _ Orientation Horlzontnl Interal Insutation NIA -
Post Weld Heal Trealment Per Code External Cladding NIA
Head Type 2:1 Seml-elliptlcal Insulation - Bottom Head N/A
Allowable Stress @ Deslgn Temperalure Per Code kPa Insutation - Skin N/A
Amblent Temperature -39 {039 °C Max Wind Speed 314 mis Flreproofing - Skirt N/A
Minimum Metal Deslgn Temperaiure -45 °C Fkeproofing - Saddles NA
Fhid _ Glycsl/Water Fiuld Denstty 1094 kg/m®
MATERIALS ” QUALITY CONTYROL / INSPEGTION I TESTING
Shell SA516 Gr 70N Repads ____SAS16 Gr TON Hydrotest Pressure Per Code kPag
Heads ___SBASIGGr70N Fitlings __ SAR0WPLG Hydrotest Madum Clean Water
Trays N/A Supports SASIGGr70N | Hydrotest Duration 1 A s
Bolts/Nuts 5A193 .-L'.w,fmgtu 9/ Flanges Za&__ Shz50-LF2 ¢l | Radiographls Inspection Min, RT3 A
Nozzle-Necks SA3BGre Baskels SPW S8 316 Ulrasonke Inspection Por Spee 085354-3010-EW-20
intemal Lining N/A Pipe SA333Gr6 | Magnelic Particle Inspection Per Spec 085354-3010-EVY-20
Internals N/A Mist Elimieator NA Dye Penelrant Inspection Per Spec 085354-3010-EW-20
Slructural Altachments - External SA516 Gr 70N Material Mill Test Reporis Per MR, Section T
Structurat Attachmants - Internal SAS16 Gr 70N Post Weld Heal Treatment Recards Per MR , Section 1L
Materia! Impact Test Requkad Yes Hydrotest Report Per MR, Sectlon 1T
Cerlified Elevaled Temp Tests Req'd No Radlographic Inspection Reporis Per MR , Scetion HII
DIMENSIONALISHIPPING DATA Ullrasonic Inspection Reporis Per MR, Section TIT
Vessel Ske G096 wn D x 4877 mm SIS gnatic Parlicla Inspection Reperts Per MR, Section 11
BootGasOome A N/A mm 1D «x N/A mmSiS | Dye Penelrant inspection Reporls Per MR, Section 11T =
Capachy A T 14 m® Fabricalor Quality Gontrol Manual Per MR, Sectlon 111
Centerline/Botiom Seam Elavation iy ‘ m Shop Inspaction by Gumer Yes
Welght - Empty {270 kg Weight- Hydrotes 2650 kg Waeldlng Procedure Review/Approval Per MR, Section TIT
Weight - Operatly 2780 kg  Waight- Shipplng /270 W * _vendor to specily
OIA Shipping Dimensions (LXWH)  63X19x16 /AN m NOTES
Nozzle CoversiConnection Phgs Required 1) External coating of all vessel surfaces per Table 3 - System A1
Shipping Cradles N/A 2) Saddle helght (measured from vessel center lne to underneathof
Ocean Transport Protectlon Required (Jf applicable) - ___base plate) shall be 620 mm.To be confivmed during detail engineering.
ACCESSORIES BY FABRICATOR 3) Vessel shall comply with sl requirements of Cold service as per
Manway Davils N . Ladders N clause 13.0 of specification # 085354-3010-PV-10,
Ladder and Platform Clips N Platforms N ) Pnired flanges to be used for instruments shall be set with
Plpe Support and Guide Clips N Lifting Lugs Y A jig to avoid curnulative errors In allgnment.

.Insutation Supports N Pipe Coll N _5) All saddle to shell and JIft Tug welds shall be MPI ined alk a ! .&&
Insulation Supports Boltom Head N Anodes N 6) All process nozzles of pressure vessels shall be designed to withstand
Fireproofing Supports N Nameplate Y loading and moments as specified In project spec # 085354-4060-PS-001,
Saddles Y  MitEhmiator N /o\
Tray/Packing Supports N Vortex Breaker N
Manway Intemal Grab Rungs N Two Grounding Lugs Y
Siphon Drains on Nozzles e

REVISIONS -

NO.| DATE BY CHK APP DESCRIPTION
A | 23-Jul-12 SM RA S Issued for Squad Check
B | 9-Aug-12 SM . RA sP Tssued for Quotativn

C |22:0ct-12]  SM [TRA sp / Re issued for Quotati
0| 31-Tan- 13- WW_y-USP/RALLA-—SP-Jo-| — Issued for Purchase— |
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PRESSURE VESSEL DATA SHEET

| Data Sheet No.:

Specification No.: 085354-3010-PV-10 Requisition No.: £08298-000-45-MR-5120-0001
CONNECTION SCHEDULE
Mark Nominal | Qty Flange Service Projeclion
Size ASME Type
NPS Class (mm}
Nf 2 1 150 RFWN Venteonmeetion
N2 2 1 150 RFWN Glycel fill up
N3 2 1 150 RFWN Drain Per spec,085354-
_N4A/B 3 2 150 RFWN Level Transmitter and Level Guage 3010-PV-10
NS 10 1 150 RFWN Procss Infoutlet -
N6A/B 4 2 150 RIFWN |Inspection apenings o/w blind flange, gasl(et, bolts & nuis
VESSEL SKETCH
N1 N2
N4A
(G— NeA N6B
N4B
N5 N3
REVISIONS -
NO. DATE 8Y CHK AFPP DESCRIFTION
A | 23-Jul-12 SM RA Sp Tssued for Squad Check
{ B 9%Awg-i2 [ .. SM. J _ RA | .. _$]}_ -Issued.for. Q H e
C | 22-Oct-12 SM /] RA SP 4| Relssued for Quotation
0 | 31-Jan-13 WIW, 7] SP/RA SP Issued for Purchase
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