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NOTES

1. MECHANICAL CONTRACTOR IS TO ESTABIJSH A BENCH MARK SET
AT 30+480 (T.O.S. EL OF MNN PIPE RACK). ELEVATIONS THEREAFTER
ARE TO BE REFERENCED TO THE BENCH MARK.

2. PILES TO BE DRNEN BY PILE CONTRACTOR. FOR GENERAL PILING
NOTES SEE 'PILE LOCATION PLAN' DRANANG D-02389—C-00-01.

3. STEEL BASE IS DfI5fING M1D IS TO BE RELOCATED TO STEEN FROM
MOSS LAI(E NORTH COMPRESSOR STATION.

4. MECHANICAL COMRAC'fOR TO TRIM PILES, POSITION STEEL AND ATTACH
TO PILES WRN 6mm CONTINUOUS FlLLET WELD.

5. COMPRESSOR SKID WILL BE SHIMMED TO ENSURE GOOD CONTACT BETWEEN
THE SKID AWN SUPPORT BEAMS AND THE FOUNDATION CROSS MEMBERS.

6. THE SKID WILL BE STITCH WELDED TO ?HE FOUNDATION STRUCTURAL STEEL
AS ACCESS PERMfTS. THIS SHOULD INCLUDE THE AWN RUNNERS UNDER THE
ENGINE AND AS WELL AS THE INSIDE AND OUTSIDE OF THE PERIMETER BEAMS.

7. TOTAL PILES iH15 DRAWING: 168 DIA (40 READ)
DRNEN TO A MINIMoM DEPTH OF
8 METERS BELOW GRADE OR REFUSAL

POST CONSTRUCTION NOTES

7. 'POST CONSTRUCTION' DRAWINGS ME GENERATED FROM CONSTRUCTION CW~NGE
INFORMATION FORWARDED TO BOWER DAMBERGER ROLSETH ENGINEERING LTD. BY
THE OWNER'S FlELD SUPERVISORS AND OR HIRED CONTRACTORS.
ANY CHANGES NOT DOCUMENTED WILL NOT APPEM ON THE DRAWINGS AND THEREFORE
THE DRAWING MAY NOT BE AN ACCURATE REPRESENTATON OF THE CONSTRUCTED FACILftt.

2. PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION AND OR D(CAVATION
R SWLLL BE THE RESPONSIBIUfY OF THE OWNER'S REPRESENTATNE TO VERIFY
THE LOCATION AND STATUS OF AN'( PIPING, ELECTRICAL, EpUIPMENT OR BUILDINGS.

3. ANY REVISIONS MADE TO IXISTING EQUIPMENT, PIPING, OR ELECTRICAL ON A FACILfN
NOT DESIGNED BY B.D.R. ENG. LTD. IS ONLY SHOWN AS A REPRESENTATION OF WHAT
IXISTS AND MUST BE VERIFlED BY THE OWNER.
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