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GENERAL NOTES:

moaown

THIS DRAWING TO BE READ IN CONJUNCTION WITH THE MECHANICAL FLOW DIAGRAM.
ALL ELEVATIONS ARE REF. FROM TOP OF CHECKERED PLATE.

ALL PIPING TO BE HELD @ DIMENSIONS & ELEVATIONS SHOWN FOR CUSTOMER TIE-INS.
MAIN PIPING TO BE BUILT IN ACCORDANCE WITH THE LATEST EDITION OF B31.3.

ALL BUTTWELDED 0.0625 C.A. PIPING TO BE:

600 ANSI: 3" & 2" — SCH 80

MATERIALS: PIPING SA-106B SMLS
FLANGES SA-105N
FITTINGS SA-234-WPB
BOLTS SA-193-B7
NUTS SA—-194—-2H
GASKETS 304SS FLEXITALLIC

ALL THREAD PIPING TO BE SCH 80 SA—108B SMLS PIPE
C/W 30004 SA—105N SCREWED FITTINGS. (EXCEPT AS NOTED IN ITEM #7)

FIRST PIPE/NIPPLE/SWAGE OFF VESSEL NPT CONNECTIONS TO BE SCH 160 FOR
900 ANSI AND 600 ANSI RATINGS; SCH 80 FOR 300 ANSI AND 150 ANSI RATINGS.

BUILDING:

DIM: 11'—0" W X 28'—0" LG X 12'—6" H EAVE, GABLE STYLE WITH 4:12 SLOPE
22 GAUGE GALVANIZD EXTERIOR WALLS AND ROOF

R—12 BATT INSULATION IN WALLS IN ROOF

4 mil VAPOR BARRIER

24 GAUGE FLUTED ALUMIMUM INTERIOR LINER

(2) 3-0" x 7'-0" STEEL MANDOOR WITH LOCKING PANIC HARDWARE,

IWG WINDOW, WEATHER STRIPPING AND ALUMINUM THRESHOLD.

(3) 40" X 40" DOUBLE GLAZED SLIDING WINDOW WITH SCREEN

(2) 12° X 12" STAMPED LOUVERS WITH SLIDE GATES

6" X 10'—-Q" ACTIVE RIDGE VENT WITH CHAIN OPERABLE DAMPERS

UNIT TO BE COMMERCIALLY SANDBLASTED TO SSPC—SP6 PRIOR TO:

ONE(1) COAT OF ZINC CHROMATE PRIMER
TWO(2) COATS OF FINISH ENAMEL PAINT

VESSEL: WARM GREY
PIPING: WARM GREY
SKID FLOOR: WARM GREY
PIPE SUPPORTS: WARM GREY

. ALL WELDED BUTTWELD PIPING SHALL BE RADIOGRAPHICALLY INSPECTED:

10% FOR 600 ANSI RATING.

. ALL PIPING SHALL BE HYDROTESTED TO 1.5 TIMES THE DESIGN PRESSURE.

ALL VENTING CONTROLS & INSTRUMENTS SHALL BE VENTED TO O/S INDIVIDUALLY.

. ALL PIPE SUPPORT LOCATIONS TO BE DETERMINED BY SHOP.

ALL UNION LOCATIONS TO BE DETERMINED BY SHOP.
UNIT IS REGISTERED FOR ALBERTA & B.C. SERVICES.

. SHIPPING DIMENSION: 32°—0" LG X 11°-6" W X 16'-0" H

SHIPPING WEIGHT: 60,000 LBS.
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