Calgary, AB T2E 6Y9

SURVEY REPORT Bus: (403) 216-3485
Fax: (403) 216-3486

solutions@skystone.ca

QSkystc}nE ULTRASONIC CORROSION 100, 3016 - 19th St NE

Client: ARC Resources LSD: 100/11-25-079-15W6M Bottom Hole Location:

Owner ID: PV140163 Coils Unit: Dawson Wellsite Equipment: Lineheater Coils

PRN: A0406484 CRN: L3368.213 Mfr.. Wabash Pressure Fab

Mfr. S/N: W01-206 Mfr. Date: 2001.01.01 Diameter: 114.3 mm Length:

Shell MAWP: 26537.0 kPa Shell MAWT: 93.0 C Tube MAWP: Tube MAWT:

Inspection Date: 2013.07.16 Inspection Interval: 60.0 mth Next UT Inspection Date: 2018.07.16

IPVI Inspector:

Vessel Disposition: Fit For Service - As Is

Justification for Assigned Interval:

Inspection Comment:

Thickness readings showed no sign of corrosion at time of inspection. Based on the thickness readings
obtained, the vessel has been deemed fit for continued service. The inspection is considered the baseline.
Vessel is being operated in sweet service. A 5 year UT inspection interval as per AB-506 Grade 1 wellhead
vessels with a next UT inspection date of 2018 has been set.
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Vessel Owner ID Vessel Description Vessel Location Survey Date
PV140163 Coils Lineheater Coils 100/11-25-079-15W6M 2013-07-16

Vessel Inspected Components

Inspected Component Design Static Data Survey Readings Calculations

Description .D. Material Code Nominal Corrosion Date Reading Ave Reading Min Code Tmin  Short Term Long Term Calculated
Thickness Allowance Corrosion Corrosion Remaining
e Rate (mm/yr) Life
(mm/yr)
05 Tube Sheet End Flat 9.53 mm 2013-07-16 9.73 mm 9.63 mm 0
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Vessel Owner ID Vessel Description Vessel Location Survey Date
PV140163 Coils Lineheater Coils 100/11-25-079-15W6M 2013-07-16

Piping Inspected Components

TML Design Static Data Survey Calculations

Description Material Code Nominal Pipe Pipe Nominal Reading Reading Short Term Long Term Calculated

Size Schedule Thickness Ave Min Corrosion Corrosion Remaining
Rate (mm/yr) Rate (mm/yr) Life

10 4" Circ Piping SA-106A 4 160 13.49 mm 13.36 mm |13.21 mm [16.22 0.02
15 4" Circ Piping SA-106A 4 160 13.49 mm 11.08 mm |1.4 mm TGTZZ 0.96
20 4" Circ Piping SA-106B 4 160 13.49 mm 13.65 mm |12.98 mm rI11rT149 0.04 >20 years
25 4" Circ Piping SA-106A 4 160 13.49 mm 13.44 mm |13.31 mm TGTZZ 0.01
mm
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