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SHOP TEST RUN CERTIFICATE

Customer: Date:
LSD#/PAD:

Compressor Make: | <9 .~ . | Model: =S6 ~-S A S/N: 2009 H6O0HOOSD
Compressor Make: | € )) e Model: Es6-SH/A S/N: 2009860440054
Compressor Capacity: | | Rated Pressure: | XS Psté

HP RPM Volts PH HZ AMP
Rated Power Each: S \ 7S “\co = bo
Dryer Make: Denalnic Woded Model: | DMEOIZ_ [SIN: [oqpomEovesy
Dryer Capacity: L. Rated Pressure: 232 ps. g
Filter Make: Dorinic  hunde— | Models: Osoc AA Ao, AR
Receiver Size: | 20 <) S/N: 220422 “A” No: | €quy21E
Fluid Type: | [A'Sullube [ 24KT ¢

Pre-Start Checklist Engineer

Motor leads secure? Torques or tightened properly on starter? [+A [4B K.RA
Overload (main and fan) connections (check - if loose, tighten) [JA [4B K RA
Name plate of motor: amps correct for overloads? (check & verify) | [JJA [B £ RA
Check terminal strip connections (check - if loose, tighten) A B K RA
Verify correct primary & secondary voltages (i.e. transformer taps) | [1A [ B W4
Power cables meggered ANIA T (1A []B
Continuity checked [JA [4B A
Check rotation and ensure sticker / mark affixed [JA [4B KR4
Inspect all bolts for tightness A [IB w 2A
Look for obvious tubing damage from shipment MA [48B . 1ZA
Overall check for any shipping damage (1A 1B 12 A

o e 1) O < 20 2
Dimensional check, customer connections N/ A ]
Air pressure test piping to \ .5 psig for 25 minutes =g Kiza
Check for no air leaks [ WA
Check for no fluid leaks B KRA

Machine “A”

Intial

Oil level in sight glass “Off Mode”: [ ] 1/4 [F1/2 [] 3/4 max =HA

Temp. switch at: 229 °F B A K RA
Press. switch setting: 4 O psig load |25 psig unload A K124
Pressure regulator adjusted to |2« psig A K14
Full load amps: L16.5 L26.5 L36.[ @ |2 Spsig line press 4 K RA
Unload amps: L13.4 L24.[ L3456 @ 2= psig sump press A K24
Control power voltage: |20 volts A K iZA
Max observed temp: 1o °F  Ambient temp: (& & °F EF ARA
Compressor run time (loaded) &= minutes

(see chart for minimum run time) 5 B/A [< nq
PRV serial number: : N/A [C]A

Pressure switch: Type: ¥5V Set Points _ 200 s, 1A QA
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. CHAMCO

Machine “B”
Oil level in sight glass “Off Mode”: [41/4 [ 1/2 [ 3/4 max

Checked

Initial

Engineer
4

Temp. switch at:23 s °F =B YL RA
Press. switch setting: #© psig load |2 o psig unload B K RA
Pressure regulator adjusted to ' 25 psig B K 124
Full load amps: L1G-6 L2£ .4 L3 £.2 @ 2.5 psig line press 4B K LA
Unload amps: L1i4.] 124 .] L33.& @ LS psig sump press =B KRA
Control power voltage: 2> volts B I} 124
Max observed temp: |5 °F  Ambient temp: & & °F g <A
Compressor run time (loaded) _2<>minutes L8 )
(see chart for minimum run time) K24
PRV serial number: N/ A 1B

Pressure switch: Type: 25\ Set Points_ A< i 5 ¢ [1B A

Electrical

Checked

Initial

Engineer

Shop voltage per phase: AB <26 BCH972.5 CAS © < E A,
Check End Device Electrical Function -TA F1B KR4
OLS (over load switches) A OB KizA
TS (temperature switches) [JA [1B KA
PFR (power fail restart) N 1A B

HOA (hand off auto) A [B \Z, 1A
Lead Lag Selector =& K. LA
E-Stop button [ KiZa
Compressor run time (loaded < minutes ey

(see chart for mlmmu(m run tl)me) oA 38 K RA

Minimum Compressor Run Times (loaded)
5 HP to 10 HP 30 Minutes per Compressor

15 HP to 75 HP 60 Minutes per Compressor

100 HP and Up 120 Minutes per Compressor

tem Description

Test Equipment Used
l R Model S/N Last Calibration

Date

FoW E MEarelX 227

\] 79 eolot

o1]25] 1&

AW

D"ct\f\ LS DID \fc,z-:g-ne./

Signatures

Witness by Owner Representative is required
Owner Representative

Witness by Owner Representative is NOT required.

Name: Signature: Date: |

Chamco Inspector BER L F =
Name: ' Signature: | Date

Tested By . R RERS =
Name: S1gnature: Date

Chamco Engineer : Ry N RO Y o L e e ae SRR
Name: LA ANDEM]gnature: 2 == ‘Date: | 2/, el é
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