comPANY  Paropneuat CONTACT Archie PHONE# 403-894-9/47

LOCATION (LsD)_{ =12 - [1€ - 06 Wb DATE STARTED FEg///Aei2 DATE COMPLETED £ ¢y /s
MAKE 5.7, MODEL FESS0DY . SERIALNUMBER D OFEGIF

LEAD MECHANIC “Tuvis Mysten Un b K- D4e

CRANKSHAFT

THROW DIAMETER - MAINS _

BLYTTT w2l H3Ugyrs #A Y GYesus #6 #7 #8 #9
COMMENTS

THROW DIAMETER - CONNECTING RODS

BIGO5 5 2L 242 3 LT 5T HAY G #s #6 #7 #8

COMMENTS :

MAIN BEARINGS AND THRUST REPLACED : M B/ Sp®¢ & oof oo

MAIN BEARING CLEARANCES BUMPED

#1: o #2: o #3000 #A L oevd #S:

#6: #7: #8: #9:

END THRUST : _, {34455 S s wH S -0 OBaT

CONNECTING ROD BEARINGS REPLACED : NEwW/

CONROD BEARING CLEARANCES BUMPED
#1:0.003"  #2: 0gol” #3: O-ded”  Ha 0.008"
#5: #6: #7: #8:

CONROD BEARING SIDE CLEARANCE
H1:0.014" #2:0.00°  #3: O-&id” #4_e.0)%”
#5: #6: #7: H8 .

CONROD BUSHING TO PIN CLEARANCE : PINS POLISHED £ S W\ haachired
#1 #2 #3 #4 #5 Ho #7 #38

CROSSHEADS: SHOES REPLACED

H8

CLEARANCES : #1OOIF#2 0015 " #30.015" #4 0.1 '#5 #6 #7

CROSSHEAD BUSHING TO PIN CLEARANCE (3 Tesialied €S
#1 #2 #3 #4 #5 #6 #7 #8




PISTON ROD DIAMETER .S WA Mot irvd
#1 #2 #3 #4 #5 86 #7 43

PISTON ROD RUNOUT

#1 VERTICAL G- 001" HORIZONTAL © #2VERTICAL © HORIZONTAL ¢

#3 VERTICALO Cb' " HORIZONTAL & oei”™  H#AVERTICAL O HORIZONTAL &

#5 VERTICAL HORIZONTAL #6 VERTICAL HORIZONTAL

#7 VERTICAL HORIZONTAL #8 VERTICAL HORIZONTAL

COMPRESSOR VALVES RECONDITIONED /<4 & @ SEAT GASKETS_+/ / CAP ORINGS NEW CRusin Minys

COMMENTS Keused QW\A Srd and Hth Sk (eatves Flaey bod low pun bipa _since st QJp pelyr.

PRESSURE PACKINGS RECONDITIONED __ _ WIPER PACKINGS RECONDITIONED v
COMMENTS _ Al paubif‘ggazf\d LWL PESS Peconds Yiared (}; S

OIL COOLER
CLEANED: _ N Fi> ¢cooRPRESSURE TESTED:

OIL PUMP INSPECTED :NEW f’ﬂ" RECONDITIONED :
GEAR DRIVE BACKLASH: WX

THERMOSTAT REPLACED : _NA

LUBRICATOR SYSTEM  LUBE RATE BROPS PER MINUTE

PUMP REPLACED ; CSin $={sa V& FILTER REPLACED: _ ho NO FLOW REPLACED p=
DIVIDER BLOCK SEALED @ _ we CHECK VALVES REPLACED _Ne TESTED: __
DRIVE - REPLACE CHAIN AND IDLER ___H A OTHER:

LUBRICATOR BOX - INSPECTED REBUILT: _<{Sinm ¢epolY

COMMENTS S refol lube Loy L Syshepe ooy o €2 eand Uerd e d
lube s all Cvl'u\ Yo rg eand Dauc\ o

>

BALANCE REPORT COMPLETED -
CYLINDER REPORT COMPLETED /
COUPLING CONDITION _G oo ALIGNMENT COMPLETED

Ve

ALL LUBRICATION POINTS CONFIRMED AFTER PACK|ING INSTALLATION PRIOR TO INSTALLING
COMPRESSOR ROD AND PISTON ASSEMBLIES.

ALL FRAME LUBRICATION POINTS CONFIRMED PRIOR TO INSTALLING TOP AND SIDE COVERS l/




CYLINDER REPORT
BORES SIZES MEASURED AS FOUND

CYLINDER #1  VERTICAL INNERG: 563" MIDDLE &-5¢9  ouTEr - S €3
HORIZONTIAL  INNER &:5¢3 MIDDLE 6:5%1" ouTER 6+ 563"

FINISHED SIZE IF HONING REQUIRED N2 Hened

PISTON DIAMETER RIDER BAND DIAMETER INSTALLED RING DIAMETER

RING END GAP IN CYLINDER . y
PISTON BUMP CLEARANCE : CED.04d HE _&: oS

CYLINDER#2  VERTICAL INNERS\2SF  MIDDLE 3:F5F ouTER 3+ F5 1
HORIZONTIAL  INNERS: 750 mippLe 3-261° QuUTER 3-7¢o”

FINISHED SIZE IF HONING REQUIRED Net Heyes

PISTON DIAMETER RIDER BAND DIAMETER INSTALLED RING DIAMETER

RING END GAP IN CYLINDER
PISTON BUMP CLEARANCE : CEC.&C?  HE 14"

CYLINDER#8  VERTICAL nNERS: 163 mipoLE 4 758 ‘ouTer G 3Ei°
HORIZONTIAL  INNER 743 mippLe 40743 " outer 41463

FINISHED SIZE IF HONING REQUIRED 4~ T4

PISTON DIAMETER RIDER BAND DIAMETER INSTALLED RING DIAMETER

RING END GAP IN CYLINDER )
PISTON BUMP CLEARANCE: CEC/&F3 HE <1 3t

In

CYLINDER #&  VERTICAL

3
HORIZONTIAL  INNER MIDDLE OUTER

FINISHED SIZE {F HONING REQUIRED
PISTON DIAMETER RIDER BAND DIAMETER INSTALLED RING DIAMETER

RING END GAP IN CYLINDER J
PISTON BUMP CLEARANCE : CEG+O¢LHE & 1T

COMMENTS C\frl{nr}er Lol cent Ju (e fe aRt [ Serad NIRRT




Lompressor Supplies &
/7achine Lotk Ltd.

Compressor Balance Information Sheet

CSM #: 601715 Customer: BIDELL Location: ZAMA
Make: GEMINI Model: FE-550 Unit #:
[] initial Balance Performed By: BA Date: ____ Jan.31/2018
[ Final Balance
COUPLING
Throw #2 v Weights Weights Throw #1
Stage #: 4 X-Head: X-Head: Stage #. 3
XH Weights; 15.5 XH Welghts:
Piston Dia: 375 . XH Nut; 2.9 XH Nut: 2.9 Piston Dia: 6.5
OEM# ConRod: 89.4 ConRod: 69.1 OEM#:
" Pin; Pin: T
Red Dia: 2 Caps: 52.3 Caps: 5.0 Rod Dia: - 2
OEM#: PRR Assy: 52.2 PRR Assy: 115.0 CEM# =
" Total:  192.3 Total:  192.0
___ 03
Total Difference
Throw #4 Weights Weights Throw #3
Stage #: 2 X-Head: X-Head: Stage # 1
_ XH Weights: 23.1 XH Weights:
Piston Dia: 9.75 XH Nut: 2.9 XH Nut: 2.9 Piston Dia: 16.5
OEM#: ConRod: 69.8 ConRod: 69.7 OEM#:
; Pin: ' Pin: '
Rod Dia: 2 Caps: 51.9 Caps: 5.0 Rod Dia; -~ 2
OEM#: PRR Assy: 149.9 PRR Assy: . 218.8 OEM#. -
Total:  297.6 Total:  296.4
' 1.2
Total Difference
Throw #6 Weights Weights Throw #5
.otage #: X-Head: X-Head: Stage #:
XH Weights: XH Weights:
Piston Dia: XH Nut: XH Nut: Piston Dia:
OEM#: ConRod: ConRod: OEM#
Pin: Pin;
Rod Dia: | Caps: Caps: Rod Dia:
OEM##: PRR Assy: PRR Assy: OEM#:
- Total: 0.0 Totali 0.0

Y

0.0 .

Total Difference.

- SEE OVER FOR NOTES ==>




