New Stock Surplus —24"x 8'0"s/s 1440 psi MAWP. AB Sour
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1.0 VESSEL
TAG # QTY DESCRIPTION

V-100 1 240D X 8'-0" S/S x 1440 psi MAWP VERTICAL SEPARATOR
Manufactured in 2014 — New vessel
Constructed with Alberta, Sask, & BC Registration
100°F design temperature
Inlet diverter and float hood
4" thick x 9 Ib/ft3 mistex
Radiography: RT-1,
Designed 3 phase/Dressed 2
Fully Flanged vessel

VESSEL CONNECTIONS:

N1 Gas Inlet 1 - 3"NPS 600 ansi Flange
N2 Gas Outlet 1 - 3"NPS 600 ansi Flange
C1 Drain 1 - 2"NPS 600 ansi Flange
C2 Condensate LLC 1 - 2"NPS 600 ansi Flange
C3 Water LLC 1 - 2"NPS 600 ansi Flange
C4 Condensate Outlet 1 - 2"NPS 600 ansi Flange
C5 Water Outlet 1 - 2"NPS 600 ansi Flange
Cé6 alb LG - Condensate 2 - 2'NPS 600 ansi Flange
C7 alb LG - Water 2 - 2'"NPS 600 ansi Flange
C8 PI 1 - 2"NPS 600 ansi Flange
C9 TI 1 - 2"NPS 600 ansi Flange
C10 PSVv 1 - 2"NPS 600 ansi Flange
Cl1 Inspection 2 - 2'NPS 600 ansi Flange
2.0 INSTRUMENTATION:

TAG # QTY DESCRIPTION

LC-100 1 FISHER L2 LEVEL CONTROLLER

2" MNPT end connection

SOUR. service construction

Snap acting control mode

1-7/8"¢ x 12" long vertical PVC displacer
Standard level arm length

6 to 30 psig output signal

LCV-100 1 FISHER D4 CONTROL VALVE
2" 600# RF end connections
SOUR. Service construction
ADJ.Orifice
Flow up direction
6 to 30 psig input signal
Air to open - Fail closed
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LG-100 1 PENBERTHY LEVEL GAUGE
One (1) 1RM5 Reflex (1,500 psig @ 100°F)
c/w Model 330J gauge valves, 3/4" NPT
SOUR service, drain tied in

FE-100 1 SENIOR METER RUN C/W FLOW CONDITIONER
3” 600# Flanged outer ends, Sch 80
SOUR. Service trim
10% Radiography
Built to AGA 2000 Edition
One (1) - 1”7 3000# T.O.L. and one (1) 3/4” 3000# T.0O.L. downstream

BPCV-100 1 2" MANUAL GLOBE VALVE
2" 600# end connections
Sour service

PI-100 1 PRESSURE GAUGE
Liquid filled
4" dia. face x 1/2” NPT bottom mount end connection
SS case and internals
0 to 1,500 psig, dual scale

PSV-100 1 MERCER PRESSURE RELIEF VALVE
2" NPT inlet x 2" NPT outlet
SOUR service trim “D” orifice
WCB body
1440 PSI set pressure, mounted on vessel

TI-100 1 TEMPERATURE INDICATOR
1/2” NPT back connection
3"¢ dial, 2-1/2" stem
-40 to 160°F range - Dual scale
1/2” FNPT x 3/4” MNPT x 6” “U” dimension length 316 SST thermowell

3.0 FUEL GAS SYSTEM (1" off skid sweet supply)
TAG # QTY DESCRIPTION

V-200 1 6"0D X 30" S/S x 150 psi MAWP FUEL GAS SCRUBBER
Registered design
Internal High Level Shutdown
Process fuel gas supply.

PRV-210 2 FISHER MODEL 67CFR INSTRUMENT GAS REGULATOR
1/4” FNPT connections
STD service trim
250 psig MAWP, (2) 5 to 35 psig spring range
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PRV-200 1 FISHER 627 PRESSURE REDUCING REGULATOR
1” FNPT end connections
Ductile iron body with aluminum trim

1/8"¢ orifice
70 to 150 psig spring range

PSV-200 1 MERCER PRESSURE RELIEF VALVE
1" NPT inlet x 1" NPT outlet
STD service trim
WCB body
Set @ 150 psig
Mounted on fuel gas scrubber

P1-200 1 PRESSURE GAUGE
Liquid fill
2 1/2" dia. face x 1/4” NPT end connection
0 to 200 psig range, dual

4.0 SKID & BUILDING SPECIFICATION
TAG # QTY DESCRIPTION

SK-100 1 SKID BASE, 8- 0" W X 12- 0" L
Main skid members — C8” std channel
Support members - C6 under vessel
C6 std under checker plate
8'x10’ 3/16” checker plate
3" sch. 40 End rolls

B-100 1 FOAM PANEL BUILDING
8’-0" Wide x 10’-0” Long x 10-'0" High; Shed-Style Roof
Galvalume Exterior/ Interior
One (1) 3'-0" x 7’-0" Man Door c/w, check chain, panic-lock, and
weather-stripping, IWG, One (1) 36" x 36” window
Two (2) 12" x 12" Adjustable Louver

BH-400 1 CATADYNE 24" x 24" BUILDING HEATER
Fuel supply is natural gas
12 VDC starting element with 30’ cables
c/w regulator, safety shutoff, vent hood, thermostat.
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5.0 MANUAL VALVE SPECIFICATIONS

PR WNRERMNO®
=
-<

6.0 PACKAGING SPECIFICATIONS
Relief valves piped through roof or wall

Piping to skid edge c/w individual connections
Piping and instrument tubing securely supported

DESCRIPTION

2" NPT RP, Ball Valve,

3/4” NPT RP, 2000 PSI, Ball Valves,
" NPT RP, 2000 PSI, Ball Valves,
1" NPT RP, 2000 PSI, Ball Valves,
1/2” NPT RP, 2000 PSI, Ball Valves,
1/2" 6000# MxF SS Needle Valves
1/4” 6000# MxF SS Needle Valves
1 NPT Ball Check SS

2" Wheatley check Valves,

Package is readied or dismantled only to the extent required for shipping

2" Threaded Liquid piping is directed off skid

7.0 MATERIAL SPECIFICATIONS

Pressure Vessels
Heads

Shell

Pipe

Flanges

Weld Fittings

Threaded Piping
Pipe
Threaded Fittings

Welded Piping

Pipe

Flanges

Weld Fittings

Threadolets and couplings

Instrument Tubing
Tubing
Ferrules & Fittings

SA-516-70N
SA-106-B SMLS
SA-106-Gr.B, SMLS
SA-105-N
SA-234-WPB

SA-106-B, Sch. 80 — 2” threaded liquid line
SA-105N, 3000#

(3") SA-106-B, Sch. 80, SMLS
SA-105N

SA-234-WPB

SA-105N

3/8” 316 stainless
Stainless steel
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8.0 TESTING / PWHT SPECIFICATIONS

Hydro testing
Pressure Vessels

Pressure Piping

Radiography
Vessels

Piping

PWHT

Vessels

Flanged Piping
Threaded liquid piping

Ultrasonic Testing

Hardness Testing

Will be Hydro tested to 1.5 Times Maximum Allowable
Working Pressure as per ASME Section VIII

Will be Hydro tested to 1.5 Times Maximum Allowable
Working Pressure as per B31.3

Full (RT-1) as per UW 11 (b)
100% X-Ray — welded piping

Yes
Yes
No — threaded 2” liquid lines

None Included

None Included

9.0 PAINT AND COATING SPECIFICATIONS

External Surface Preparation
External Primer

Vessel External Finish Paint

Skid and Piping External Finish Paint
Internal Surface Preparation

Internal Coating

10.0 DRAWINGS

SSPC-SP#6

One (1) Shop Coat

One (1) Shop Coat of Grey Enamel
One (1) Shop Coat of Grey Enamel
None Included

None Included

One P&ID & skid drawing is included in the quoted price.
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	Regards,
	Bob Pusch
	403-539-0850

