V-1
INLET SEPARATOR
SIZE: 14700, x 59 1/2" §/S

V-3
LIQUID TRANSFER VESSEL
SIZE. 16" 0.0, x 36S/S

C-1
GAS COMPRESSOR
MANUFACTURER: SULLAR

V=2

OIL SEPARATOR

SIZE: 12 3/4°00. x 63 11/16" S/F
A

MAW.P.: 245 PSIG @ 250°F MAWP.: 450 PSIG @ 250°F MODEL: PDH12-G2 MAWP.: 450 PSI @ 250°F
.DMT.. —20°F @ 245 PSIG MDMT.: -20/250F INPUT SPEED (RPM): 1800 MDMT.: -20F @ 450 PSIG
CA: 0.125" 125" MAX PS (PSIG): 140 CA: 0.125"

WEIGHT (LBS): 575

CA: 0.
WEIGHT: 425 LBS

MAX PD (PSIG): 400

WEIGHT (LBS): 681

WEIGHT (LBS): 850

BUILDING ROOF VENT

THIS DRAWING IS THE EXCLUSIVE PROPERTY OF CONCEPT COMPRESSION CORP. AND CANNOT BE REPRODUCED WITHOUT THE PERMISSION OF CONCEPT COMPRESSION CORP.
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BUILDING LIMITS
NPT/SW PIPE WT CHART ENERAL NOTES NOTES STAUPS P&ID
PIPE SPECIFICATION 1. ALL PIPING SYSTEMS (WELDED OR THREADED) ARE TO COMPLY WITH ANSI B31.3 2006 EDITION 1. TAKE FROM TOP OF PIPE G2/CAT 3304 N.A. UNIT NCEPT
2. HYDRQ TESTS TO BE SET @ ANSI FLANGE RATINGS NGC
NC | AA [ BA | CA| AS | BS | CS b » COMPRESSION CORP ..
Z 3. AR TESTS TO BE SET @ 125 PSI "SHOP AIR” PRESSURE USING NGC HYDROSTATIC/AIR TESTING PROCEDURES 16896,/ 16897
1/27| 80 | 80 | 80 | 160 | XXH|XXH|XXH) 4 TUBING TO BE S.S; FITTINGS TO BE CADMIUM PLATED w/S.S. PRIMARY FERRULE & CS SECONDARY FERRULE 0 |IFC - ADDED OPTIONS AS PER CLIENT DEC 08/08 | TK.
3/4"| 80 | 80 | 80 | 160 | 160 | 160 | XXH | 5. INTRINSICALLY SAFE WIRING TO BE 2 CONDUCTORS, 18 AWG, PVC COVERING & PVC SHEATH, TINNED COPPER WITH o VA CHANGES 75 PER CONGEPT ST 306 25,06| 1K SMIE. PETERS JoareFEB 09/06 | % CONOCO PHILLIPS CANADA
g S.S. BRAID K.
& 17 | 80 | 80 | 80 | 160 | 160 | 160 | XXH} g™ E| ECTRICAL CLASSIFICATION: GLASS 1, DIV. 2, GROUP D 5 T VAKE CRANGES 75 PER CONGERT STDS w0708 | 7K cHK] oATE NOFL CC90 G2 BOOSTER
o1 1/4] 80 | 80 | 80 [ 160160 | 160 | xxH /08 | TK.
. ENGINE OIL TYPE: CHEVRON HDXA COOLANT TYPE: 50/50 EG COMPRESSOR OIL TYPE: CCNG1 o [1SSUED FOR APPROVAL AUG 11/05 | TK PR DATE LSD: C7197/-\/937P77
1.1/2[ 80 | 80 | BO | 160 | 160 | 160 | XXH | SYSTEM TOTAL: 2.5 US GAL SYSTEM TOTAL: 21 US GAL  SYSTEM TOTAL: 10 US GAL —
2" |80/50 | 80/510 | 80/510 | 16080 [ 160X [ 160/t /16 EV. DESCRIPTION DATE | BY APPH Na|cs 60-99 | R Bﬂ 100512-513-101 IEEV' 0




