THIS DRAWING IS THE EXCLUSVE PROPERTY OF CONCEPT COMPRESSION CORP. AND CANNOT BE REPRODUCED WITHOUT THE PERMISSION OF CONCEPT COMPRESSION CORP.

SKID EDGE CONNECTIONS
MARK SERVICE SIZE RATING TYPE
N1 GAS INLET 2" 6004 RFWN
N2 GAS OUTLET 3" 3004 RFWN
N3 DRAIN 1.1/2" | 30004 NPT UNION
N4 INSTRUMENT VENT 1" 30004 NPT _UNION
NS LP LIQUID DRAIN 1" 3000¢ NPT UNION
N6 WASTE OIL TANK VENT 1" 3000¢ NPT UNION
N7 PSV VENTS FROM V-3 1" 30004 NPT _UNION
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ENERAL NOTES NOTES smes GENERAL ARRANGEMENT
1. ALL DIMENSIONS OUTSIDE OF BRACKETS ARE IN INCHES. 8. TUBING TO BE SS. FITTINGS TO BE CADMIUM PLATED w/ SS PRIMARY 11, SURFACE PREP.. - G2/CAT 3304 N.A. UNIT cEPT
ALL DIMENSIONS WITHIN [ ] ARE IN mm. FERRULE & CS SECONDARY FERRULE. PRIMER: SELF PRINING PAINT, SEE BELOW NGC COMPRESSION CORP..
2. ALL TAL DIMENSIONS ARE FROM DATUM. 9. AL PIPING & TUBING TO BE SUPPORTED AS REQ'D. PAINT: 1 s/c GENERAL PANT 16010, SELF PRIMING, GLOSS URETHANE ENAMEL, CONCEPT TAN 16896,/16897
3. ALL WELDED PPING TO BE HYDROTESTED TO B31.3 10. ALL PIPING TO COMPLY WITH ANSI B31.3 & THE SPECS PER C.C.C. 12. SHIPPING WEIGHT IS APPROX.: 13,000 LBS (5897 KGS) 0 |IFC — ADDED OPTIONS AS PER CLIENT DEC 08/08 | TK. o e
4. ALL PROCESS PIPING TO BE LEAK TESTED TO B31.3 ~NG-NON CODE 13. ROOF VENTS REMOVED FOR SHIPPING C | ADDED G1 DIMENSIONS (VERIFY W/ASBULLT) MAY 30/07 | TK By |F PETERS | osTsFEB 09/06 CONOCO PHILLIPS CANADA
5. ALL PIPING TO BE SUBJECT TO 10% RADIOGRAPHY: ~M-150 CLASS SWEET 15. HOLD ALL DIMENSIONS; IF THESE MEASUREMENTS CAN NOT BE MET, NOTIFY CONCEPT i oTe
6. WELDING PROCEDURES TO BE PERFORMED TO MEET —BA-300 CLASS SWEET OMPRESSION ' ' B [ADDED G2/CUMMINS DIMENSIONS APR 30/07 | TK i:R NLOS% %C%Og GA2 9BSOO§TE7R
A 22 HRC HARDNESS TEST. ~AS-150 CLASS SOUR A [ISSUED FOR REVIEW JULY 12/06 [ TK B | OATH : C—19-A/93-P-
7. SEE CHART FOR PIPING/FITING FOR MATERIAL/RATING REQ. —-BS-300 CLASS SOUR REV. DESCRIPTION DATE BY APPR ¥oles 60-99 R W6l 100512-513-201 IEEV 0

No.




