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BUILDING SPECIFICATIONS

DESIGN NOTES

THE BUILDING SHALL BE DESIGNED FOR MIN. WIND LOADS OF 160 KMPH,
SNOW LOADS OF 2 KPA AND AS PER THE LATEST EDITION OF THE
ALBERTA,SASKATCHEWAN AND BRITISH COLUMBIA BUILDING CODE.
LOCATION: (LSD 04_ SEC 13_ TwP 09 RGE 04 W_2 M)

ALL BOLTS, SCREWS, ETC. USED FOR FASTENING ALUMINUM TO ALUMINUM
AND ALUMINUM TO STEEL SHALL BE AUSTINETIC STAINLESS STEEL OR
CADMIUM PLATED.

PROVIDE PRE-MOULDED RUBBER OR NEOPRENE CLOSURE STRIPS DESIGNED
TO WEATHERTIGHT AND WATERTIGHT JOINTS AT ALL TERMINATIONS
BETWEEN PANELS AND ADJOINING INSTALLATIONS.

GENERAL NOTES

NOTES WHICH ARE APPLICABLE TO THIS JOB WHEN SHADED.

H SUBNOTES WHICH ARE APPLICABLE WHEN SHADED.

TYPE OF BUILDING

SELF FRAMING — SHED B SELF FRAMING — GABLE RIGID FRAMING — GABLE

MATERIAL — WALL AND ROOF PANELS (22 GA. MIN)

| GALVANIZED | ALUMINUM B PRE-PAINTED STEEL

COLOR: WALLS BONE WHITE ROOF BONE WHITE
DOORS BONE WHITE TRIM BONE WHITE
FLASHING MARASCHINO RED
ROOF SLOPE
112 212 312 B 4:12 512

INSULATION — FIBREGLASS

. R-10
. R-10

B R-12
B R-12

| R-14
| R-14

B WALLS
B ROOF

| 3 LB/CU.FT. DENSITY SOUND
| 3 LB/CU.FT. DENSITY SOUND

DOORS — 20 GA METAL, INSULATED (NOMINAL SIZES)

914x2134 B WS
1829x2134 B WS

WS — WEATHER STRIPPING
WGW — WIRE GLAZED WINDOW
PH — PANIC HARDWAREL

B wWGCwW N PH HLS B DC B SF B CC B CP
B wWGCW N PH HLS B DC B SF B CC B CP

LS — LOCKSET CC — CHECKCHAIN
DC — DOOR CLOSURE CP — CANOPY
SF — STEEL FRAME

H
H

WINDOWS — HORIZONTAL SLIDING c¢/w SCREEN (DOUBLE GLAZED)

B 2 1016x1016 | WIRE GLAZED

1 1016x1270 | 1016x1524

LINING

-

B 24 GA FLUTED ALUMINUM | 22 GA PERFORATED ALUMINUM

ERECTION

ON SITE BY BUILDING MANUFACTURER
AT FAB. SHOP BY BUILDING MANUFACTURER.
ON CONCRETE FOUNDATION (BY OTHERS)
ON STRUCTURAL STEEL SKID (BY OTHERS)

WALL LOUVRES (NOMINAL SIZES)

¢

| 2—305 SQ. STAMPED LOUVRE C/W SLIDE CLOSURE AND SCREEN
L] ADJUSTABLE LOUVRE C/W TEMPERATURE CONTROL AND SCREEN

RIDGE VENTILATOR

RIDGE VENTILATOR C/W MANUAL CONTROLS AND BIRDSCREEN
(CAPABLE OF 4 AIR CHANGES PER HOUR BASED ON 8 KMPH WINDS)

ROLL-UP DOORS / SECTIONAL O/H DOORS / SLIDING DOORS

S
\_/

L] STEEL ROLL-UP DOOR | DIRECT DRIVE CHAIN HOIST

L] STEEL SECTIONAL O/H DOOR | GEARED CHAIN HOIST

L] STEEL SLIDING DOOR | MANUAL OPER. CHAIN HOIST
| INSULATED

FANS — ROOF /WALL

ROOF FELECTRIC DRIVEN FAN CAPABLE OF PROVIDING A MIN. OF 12 AIR
CHANGES /HOUR AT 1/8" SP c/w BACK DRAFT DAMPERS, ALUM.
HOUSING AND BIRDSCREEN. MOTOR TO BE CSA APPROVED,
EXPLOSION PROOF (CLASS I, GROUP D, DIVISION 1) 120/240 V,

60 Hz, 1 PHASE. EXTERNALLY MOUNTED; PENN DOMEX OR EQUAL.

POLYETHYLENE VAPOUR BARRIER

¢

2 MIL H 4 MIL | 6 MIL

RIGID FRAME — ANCHOR BOLTS/GIRTS

B

| COLUMN SIZES, ANCHOR BOLT SIZES AND LOCATIONS TO BE SUBMITTED TO
BOWER DAMBERGER ROLSETH ENGINEERING LTD. BY BUILDING CONTRACTOR
TO ALLOW FOR COMPLETION OF FOUNDATION DRAWING. BUILDING DRAWING
TO BE SUBMITTED WITHIN 5 DAYS AFTER AWARD OF CONTRACT.

| GIRTS TO BE LOCATED INSIDE BUILDING COLUMNS

CRANE

15
\_/

| 3 TON BRIDGE CRANE C/W MANUALLY OPERATED CHAIN HOIST
MIN. HOOK HEIGHT

EAVESTROUGH, DOWNSPOUT AND ICE RAKES

| EAVESTROUGH | DOWNSPOUT B ICE RAKES

BY DATE
DRN. | 7| 01.07.0¢ BOWER DAMBERGER ROLSE TH
APP'D. ENGINEERING LTD.

L. S D. 04-13-09-04 W5M

0

ISSUED FOR BID AS PROJ. #12618

FJ

01.07.22

RD

REVISION

BY

DATE

CHK.

CALGARY

DEVON CANADA CORPORATION

ALBERTA

NORTH COLEMAN
COMPRESSOR STATION

INLET STABILIZER SKID BUILDING DETAILS

SCALE DRAWING NUMBER

REV.

1: 30 D—-71613-B—-03—-01

0






